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For more than 35 years, Canusa-CPS has been

a leading developer and manufacturer of

specialty pipeline coatings for the sealing and

corrosion protection of pipeline joints and

other substrates. Canusa-CPS high

performance products are manufactured to

the highest quality standards and are available

in a number of configurations to accommodate

many specific project applications.

Product Description

Features & Benefits

The Canusa UltraSeal™ system represents the

latest and most advanced in heat shrinkable

sleeve technology for long term sealing and

protection of insulated pipeline joints. The

system is specifically designed to offer

maximum protection and sealing of insulated

pipe joints, providing a barrier to moisture

absorption, while offering extreme protection

from the soil stresses associated with insulated

pipelines.

is the result of the evolution of

Canusa-CPS' sealing technology. Canusa has

a proven track record in providing sealing for

the joints on pre-insulated pipelines over

multiple decades in the District Heating and Oil

industry. builds upon this

technological base to provide the most

advanced moisture barrier available in a heat

shrinkable sleeve system.

adhesive covers the entire width

of the outer crosslinked polyethylene layer,

providing a fully integrated and bonded

system that will maintain tightness over the life

of the pipeline. Not only does this provide the

best seal, it offers maximum resistance to the

other stresses associated with pre-insulated

pipelines, such as thermal expansion and

contraction, cooling and heating cycles and

soil stresses.

Proven Watertight Technology

UltraSeal™

UltraSeal™

UltraSeal’s™

Advanced Resistance to Soil Stresses

Simplified and Robust Installation

Procedure

UltraSeal’s™ crosslinked, high density

polyethylene outer layer offers excellent

rigidity and resistance to abrasion, while the

adhesive layer has been developed to offer

maximum shear strength, while maintaining

the same resistance to moisture ingress that

has made Canusa's sealing products so

successful. The system is fully certified to the

rigorous EN 489:2009 specification.

This revolutionary new technology provides

best in class performance characteristics while

offering the lowest installation temperature of

any comparable system. The very forgiving

installation procedure offers additional

assurance that each and every joint will be

protected in the same way.

UltraSeal™
Advanced heat shrinkable sleeve system for long term
protection of insulated pipe joints

Applications

Configurations

Approvals

EN 489:2009

Pipe Sizes

63-1200mm

Pre-Insulated Pipes

Pre-Foamed Joints

CanusaWrap™

Wrapid Sleeve™

Standard Shrink

Foam-In-Place



Softening Point
Lap Shear Strength @23°C

Specific Gravity
Tensile Strength
Elongation
Hardness
Thermal Aging
Followed by Elongation

Peel Strength @
Soil Stress Resistance
Followed by External

Test Standard Unit Typical Value

ASTM E28 °C 100
EN 12068 N/cm 135

@45°C EN 12068 N/cm

ASTM D792 0.94
ASTM D638 MPa 24
ASTM D638 % 600
ASTM D2240 Shore D 55
ASTM D3045 150°C 21 days
ASTM D638 23°C >450%

EN 12068 (10 mm/min) N/cm 90
EN 489:2009 100 cycles pass

Pressure Test

2

2
Lap Shear Strength 100

23°C

How To Order:

Typical Product Properties

Configuration

Supplied Thickness

PE casing diameter Standard sizes from PE 63 - PE 1200

150, 225, 300, 450, 600, 760, 900 mmSleeve Width

UltraSeal 180-150/ L
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UltraSeal Pre-Cut Sleeve with Pre-Attached Closure

For Bulk Rolls, separate closures
are required.They are available in
rolls, or pre-cut to the sleeve width.

PE

Casing

diameter

sleeve width

CANUSA-CPS

Backing: 0.90 mm / Adhesive: 1.3 mm

UltraSeal™

Configuration

Supplied Thickness

150, 225, 300, 450, 600, 760, 900 mmRoll Width

UltraSeal-B 150-30/ L Bulk Roll (Closure Purchased Separately)

Backing: 0.90 mm / Adhesive: 1.3 mm

UltraSeal™ (Bulk Roll)

Canusa warrants that the product conforms to its chemical and physical description and is appropriate for the use stated on the installation guide when used in compliance with Canusa’s written instructions.
Since many installation factors are beyond our control, the user shall determine the suitability of the products for the intended use and assume all risks and liabilities in connection therewith. Canusa’s liability is
stated in the standard terms and conditions of sale. Canusa makes no other warranty either expressed or implied. All information contained in this installation guide is to be used as a guide and is subject to change
without notice. This installation guide supersedes all previous installation guides on this product. E&OE PDS-NA-UltraSeal_rev012Printed on recycled paper. Recyclable.

www.canusacps.com

CANUSA-CPS
SHAWCOR LTDa division of .

25 Bethridge Road
Toronto, Ontario
M9W 1M7,
Canada
Tel: +1 (416) 743-7111
Fax: +1 (416) 743-5927

Canada U.S.A./Latin America
CANUSA-CPS

SHAWCOR INC.a division of
2408 Timberloch Place
Building C-8
The Woodlands, Texas
77380, U.S.A.
Tel: +1 (281) 367-8866
Fax: +1 (281) 367-4304

Europe/Middle East Asia/Pacific
CANUSA-CPS

CANUSA SYSTEMS LTD.a division of
Unit 3, Sterling Park
Gatwick Road
Crawley, West Sussex
England RH10 9QT
Tel: +44 (1293) 541254
Fax: +44 (1293) 541777

SHAWCOR LTDa division of .
#05-31, Blk 52, Frontier
Ubi Avenue 3
Singapore
408867
Tel: +65-6749-8918
Fax: +65-6749-8919

CANUSA-CPS

CLH 100-YYY BK

YYY: All UltraSeal™ Widths

100 mm (4" wide)

Cut to Length

Adhesive Thickness - 0.35 mm

Backing Thickness - 0.6 mm

CLH-B 100-XX BK

XX: 15, 30 m (50, 100 ft)

B - Bulk Roll

UltraSeal™



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


